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Model: SL-FB-2W / SL-FBC01-2W 
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Item No. 
 

Pic 
 

Specifications 

 

 
 
 
 
 
 
 
 
 
 
 
 

SL-FB-2W 

  
 
 
 

Light Data 

Luminous Flux: 2W   -   250lm 

 4W – 500lm 

 6-750 lm 

CRI: >80 
 

Main CCT 
2200K, 2600- 

2900K,5000-5500K 

Beam Angle: 360° 
 

 
 
 

Electrical 
Data 

Power 
Consumption: 

 

3.3±0.2W 

Input Voltage: 220V/110V AC 

Operating 
Frequency: 

 

50Hz/60Hz 

Power Factor: >0.4 

 
 
 

 
Others 

Body Material: Glass 

Glass Option: Clear 

Base Type: E27 

Lifetime: 35000hrs 

Working 
Temperature: 

-20℃~ 60℃ 

 

 
 
 
 
 
 
 
 
 
 
 

SL-FBC01-2W 

 
 

 
 
 

Light Data 

Luminous Flux: 2W   - 250lm 

 4W – 500lm 

CRI: >80 
 

Main CCT 
2200K, 2600- 

2900K,5000-5500K 

Beam Angle: 360° 
 

 
 
 

Electrical 
Data 

Power 
Consumption: 

 

1.6±0.2W 

Input Voltage: 220V AC 

Operating 
Frequency: 

 

50Hz 

Power Factor: >0.4 
 
 
 
 

 
Others 

Body Material: Glass 

Glass Option: Clear 

Base Type: E14 

Lifetime: 35000hrs 

 
Working 
Temperature: 

 

 

-20℃~ 60℃ 
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Ordinary 120 luminous LED 
 

Ordinary 90 luminous LED 

SensLights 360 Luminous LED 

Square Type 

SensLights 360 Luminous LED 

Filament Type 
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